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With Regard to the Claims 
Status of the Claims 

L (original) An audio signal processing system for enhancing speech signal intelligibility for 
the hearing impaired in the presence of system noise, ambient noise, program backgroimd 
noise, and particular hearing impairments, the system comprising: 

a. a source of audio signals, 

b. a speech enhancement system comprising a speech processing unit and a speech signal 
bypass circuit, 

c. an output signal amplifier, 

d. and at least one output speaker, 

e* wherein the source of audio signals is connected to the speech enhancement system 
which either processes the speech signal in the speech processing unit to enhance the 
intelligibility of the speech signals for the hearing impaired before connection to the 
output signal amplifier and one or more output speakers, or bypasses the audio signals 
directly to the output signal amplifier and one or more speakers, the bypass option and 
speech enhancement processing operations being, under user control. 

2, (currently amended) An audio signal processmg system for enhancing speech signal 
intelligibility for the hearing impaired in the presence of a source of audio signals, system 
nnise^ ambtf^t n pise^ program backgTOimd noise, and particular hearing impainnents, die 
system including an output signal amplifier and at least one output sneaker, comprising: 
d: — Q oounoo of audio signnfe y 

a. fer a speech enhancement system having oomprising a speech processing unit and a 
speech signal bypass circuit, and further including: 

remote control and audio/video input signal s connected to an input circuit 
a central processing unit, 

an output audio circuit for connection to external amplifiers. 
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an adaptive filter far suppression of system, ambient and/or mterfering background 
noise present in tfac inmit audio_5ignal and/or for compensating for specific hearing loss 
parameters for selected hearing impaired listeners, 
a hearing test system, 

an equalization/compensation system to optimize the audio sipial for selected room 
acoustics and hearing impairment profiles of particular u$ers^ 
a speech recopiition system to recopiize spoken words, 
a lip reading computer vision system. 

an expert system to assist in the recognition of spoken words based on context 
a speech synthesis system, 
wherein the central processing unit includes switching and control circuits for 
interconnecting the input circuit audio/visual input signals to the adaptive filter, the 
equalisation/compensation circuit the hearing test system, the speech recognition system, the 
lip reading expert system and the output circuits to provide user selected signal enhancement 
to improve the intelligibility of the audio signal for selected hearing: impaired UiSerSr 
0. on output oigool omplifior^ 
d. and ot leoot on e output opookor 

e? and further wherein the source of audio signals is connected to the speech enhancement 
system which either processes the speech signal in the speech processing unit to enhance the 
intelligibility of the speech signals for the hearing impaired before connection to the output 
signal amplifier and one or more ou^ut speakers, or bypasses the audio signals directiy to the 
output signal amplifier and one or more speakers, the bypass option and speech enhancement 
processing operations being under user control. The audio signal prooo ss ing s yst e m of Claim 
1 whoroin the sp ee ch e nhonoement oystom compri ses : 
b. r e mote control and audioMdeo input pignalo ooimootod to on input cirouit 
0. a control proc e s s ing un i^ 

d, on output audio oirouit for oonnootion^o e xternal amplifi egsy 

0. on adaptiv e filt e r for tnq)proQQion of syst e m; ambi e nt, and/or intorforing bookground noi se 
pr e ti e nt in tho input audio oignal, ond/or for oomponoatiDg for op e oifio hearing loss 
poramotoro for selootod hearing impaired liotonorp, 
f a hooring toot syst e m, 
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— on oquiiligation/oompenflQtion s yst e m to optimijeo th e audio oignol for oolootod room 
aooustioo and hooring inq)ainn e nt profiles of portiqulor ttflero, 
h> a spooch reoognitioD syat e m to rooognizo flpokon wordo, 
ir — a4ip reading oomputor viGion syotom, 

j . --. an export systom to assiflt in th e r e oogDition of spokon wordo boflod on oontext, 
k. a opooch Gyn d i uu i i) o ya t o i n» 

1. wherein th e o e ntnd proo e o s ing unit inoludos owitohing and control oireamta for 
int e roonn e otinfi th e input oiroxiit audio/vioual input BignalD to di e odaptivo fihor, tho 
eq uolization/oompqjiflation qirouit, th e h e aring t e st system^ the opoooh rooognition oyot e m, 
— lip reading e xpert s yst e m and th e output oircuits to provide uoor s e l e ct e d signal 
onhonoomont to improve tho intolligibility of the audio signal for se l e ct e d hearing 
impaired users. 

3* (origiaal) The audio signal processing system of Claim 2 wherein the ad^tive filtering 
system includes a noise estimator that provides noise estimates to an adaptive filter circuit to 
provide optimum noise suppression in the output audio signal. 

4. (original) The audio signal processing system of Claim 2 wherein the hearing test system 
provides control signals to the speech enhancement system to optimize audio signal filter 
parameters for specific individual hearing in^ainnents. 

5. (original) The axidio signal processing system of Claim 4 wherein the control signals are 
input from a remote source. 

6. (original) The audio signal processing system of Claim 4 wherein at least some of the control 
signals are derived based on a locally admmistercd hearing tests. 

7. (original) The audio signal processing system of Claim 2 wherein at least some of the system 
control signals are input via a user remote control unit 
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8» (original) The audio signal processing system of Qaim 7 wherein the remote control xmit 
includes a screen to display spoken words in textual fomiat. 

9. (original) The audio signal processing system of Claim 2 wherein the output of the speech 
recognition system is input to the speech synthesis system to generate audible spoken words 
for the hearing impaired 

10. (original) The audio signal processing system of Claim 2 wherein the expert system is 
progranmied to enhance speech recognition operations based on the context of the spoken 
words. 

11. (original) A method of audio signal processing for enhancing speech signal intelligibility in 
the presence of system noise, ambient noise^ program background noise, and particular 
hearing impairments for the hearing impaired comprising the acts of: 

a. providing a source of audio signals, 

b. enhancing the intelligibility of speech signals in the audio signals using a speech 
enhancement system comprising a speech processing unit and a speech signal bypass 
circuit, 

c. amplifying processed speech signals or bypassed speech signals with an output signal 
amplifier, 

d. providing at least one output speaker , 

e. and connectiiig the source of audio signals to the speech enhancement system which 
either piocesses the speech signal in the speech processing unit to eTihance the 
intelligibility of the speech signals for the hearing impaired before connection to the 
output signal amplifier and one or more output speakers, or bypasses the audio signals 
directly to the output signal amplifier and one or more speakers^ the bypass option and 
speech enhancement operations being under user control. 

12. (currently amended) The method of processing audio si gnals fi'om_a_soiirce of audio signals 
aignal prooooomg for enhancing speech signal intelligibility for the hearing impaired of Claim 




6 

PAGE 6/18 * RCVD AT 2/™ 7:0/:55 PM [Eastern Stand^^ 



FEB-04-2004 17=48 ^L9U OFFICES 480 948 3387 P. 07/18 



M fUrtfa^ includmg a speech processing un it and a speech signal bypass circuit, an output 
sipnal amplifier, and at least one output speaker comprising the acts of: 

a. connecting remote control and audio/video input signals to an input circuit, 

b. providing a central processing unit, 

c« providing an output audio circuit for connection to external amplifiers* 

d. suppressing system ambient, and/af interfering background noise present in the input 
audio signal, and/^ compensating for specific hearing loss parameters for selected 
hearing impaired listeners using adaptive filtering, 

e. providing an integrated hearing test system for testing the hearing of users, 

f. providing an equalization/compensation system to optimize the audio signal for selected 
room acoustics and hearing impairment profiles of particular users, 

g. providing a speech recognition syst^i to recognize spoken words, 




h. providing a lip reading computer vision system, 

i. providing an expert system to assist in the recognition of spoken words based on context, 
j. producing audible speech using speech synthesis, 



k. using the central processing unit switching and control circuits for interconnecting the 
input circuit audio/visual input signals to the adaptive filter, the 
equalization/compensation circuit, the hearing test system, the speech recognition system, 
the lip reading expert system and the output circuits to provide user selected signal 
enhancement to improve Ihe intelligibility of the audio signal for selected hearing 
impaired user s, and 

1. connecting the source of audio signals to the speech enhancement svstem which either 
processes the speech signal in the speech processing unit to enhance the intelli^biUtv of 
the speech signals for the hearinp impaired before connection to the output signal 
amplifier and_ojie _or more output speakers, or bvpasscs the audio sisals dircctlv to the 
output signal amplifier and one or more speakers, the bypass option and speech 
enhancement operations beinp under user control , 

13. (original) The method of axidio signal processing for enhancing speech signal intelligibility 
for the hearing in4>aired of Claim 12 further comprising the act of using adaptive filtering 
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including a noise estimator Aat provides noise estimates to an adaptive filter circuit for 
optimum noise suppression in the output audio signal. 

14. (original) The method of audio signal processing for enhancing speech signal intelligibihty 
for the hearing impaired of Claim 12 fui&er comprising &e act of using hearing tests of users 
to provide control signals to the speech enhancement system to optimize audio signal filter 
parameters for specific individual hearing impairments. 

15, (original) The method of audio signal processing for enhancing speech signal intelligibility 
for the hearing impaired of Claim 14 wherein the control signals are input from a remote 



16. (original) the method of audio signal processing for enhancing speech signal intelligibihty 



for the hearing impaired of Claim 14 wherein at least some of the control signals are derived 



based on a locally administered hearing tests. 

17. (original) The method of audio signal processing for enhancing speech signal intelligibility 
for the hearing impaired of Claim 12 wherein at least some of the system control signals arc 
input via a user remote control imit 

18. (original) The method of audio signal processing for enhancing speech signal intelhgibUity 
for the hearing impaired of Claim 17 wherein the act of using a remote control unit includes 
the use of a screen to display spoken words in textual fomiat 

19. (original) The method of audio signal processing for enhancing speech signal intelligibility 
for the hearing impaired of Claim 12 wherein the act of using the output of the speech 
recognition system includes the fiirther act of genemting input to the speech synthesis system 
to create audible spoken words for the hearing impaired 

20. (original) The method of audio signal processmg for enbancmg speech signal intelligibility 
for the hearing impaired of Claim 12 wherein the act of using the expert system includes 
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programming the system to enhance speech recognition operations based on the context of 
the spoken words. 

21. (withdrawn) A speech enhancement system for enhancing a speech component of an 
audio presentation for a hearing impaired listener, the system comprising: 

a. source of audio presentation containing an audio signal comprising a speech 
component and a noise con9)onent; 

b. cenlial processor including a data storage module, an input section receiving the audio 
signal and an output section: 

c. an adaptive filter circuit connected to central processor, the adaptive filter circuit 
including a noise cancellation circuit for canceling or minimizing the noise component 
of the audio signal; 

d an amplifier system connected to the output section of the central processor; 
e. a menu driven remote control unit for selective control of the speech enhancement 
system for enhancing the speech con^onent of the audio signal to improve 
intelligibility for a hearing impaired user. 

22. (withdrawn) The system set forth in Claim 21 further comprising an equalization circuit 
connected to the central processor and to the data storage module of the central processor for 
equalizing room or listening area acoustics to further improve speech intelligibility for the 
hearing impaired user. 

23. (withdrawn) The system set forth in Claim 22 further comprising a hearing test module 
in communication with the central processor and the data storage module of the central 
processor for testing the hearing of a hearing impaired user and usmg the results of such test 
to further process the audio signal to improve the speech intelligibility for the hearing 
impaired user. 

24. (withdrawn) A speech enhancement system for enhancing a speech component of an 
audio presentation for a hearing inipaired listener, the system comprising: 
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a. a central processor includrng a data storage module, an input section receiving 
the audio presentation and an output section; 

b. a signal processing system including an adaptive filter used to reduce system noise 
and background noise components from tbe audio signal to enhance speech 
recognition, 

c. speech recognition module in communication with the central processor; 

d. user controlled visual display device, the output device of the central processor 
connected to the visual display device for selective display of text output of the signal 
processing system and speech recognition module under user control. 

25. (withdrawn) The system as set forth in Claim 24 further comprising an expert system 
module in communication with tbe central processor, the expert system module further 
commimicating with the speech recognition module to assist in speech recognition based on 
spoken word contextual usage and learned speaking patterns. 

26. (withdrawn) A speech enhancement system for enhancing a speech component of an 
audio and visual presentation for a listener, the system comprising; 

a, a source of audio visual presentation containing a video component comprising a 
speaker; 

b, a central processor comprising an input section receiving the video presentation and 
an OTiiput section; 

c, a visual display device connected to the output section of the central processor, 

d, a lip reading module in communication with the central processor for selective 
interpretation of spoken words* 

27. (withdrawn) The system as set forth in Claim 26 further comprising an expert system 

module in communication with the central processor, the expert system module further 
communicating with the lip reading module to assist in ^eech recognition based on spoken 
word contextual usage and learned speaking patterns. 
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28. (withdrawn) A method of processor based speech enhancement for enhancing speech of 
an audio presentation for the benefit of a listener, the audio presentation including a speech 
component and a noise component, comprising the acts of: 

a. providing a central processor including an ix^ut section for receiving the audio 
presentation and an output section for delivering a signal; 

b. providing an adaptive filter module for filtering the audio presentation, the adaptive 
filter module connected to the central processor, 

c. filtering the audio presentation to separate the speech from the noise; 
d- delivering the speech component to the central processor, 

e. providing an equalization circuit for equalizing the speech component of the audio 
presentation; 

f providing a target equalization level preferred by the listener, 

g. equalizing the speech component to the target equalization level of the listener, 

h. delivering the equalized speech component to the cratral processor; 

i. outputting the speech component from the central processor to the output section 
thereof for the delivery of the speech for the benefit of the listener, 

29, (withdrawn) The method set forth in Claim 28 wherein the ad^tive filter module act 

conq)rises using a noise estimator, an ad^tive filter circuit and a summing circuit. 

30. (withdrawn) The method set forth in Claim 29 wherein the adaptive fiher module act of 

filtering the audio presentation comprises the acts of: 

a. directing the audio input, con^msed of speech and noise, to the noise estimator; 
b- directing the audio input to the adaptive filter, 
c- directing the audio input to the summing circuit; 

d. identifying the noise component in the noise estimator; 

e. sending the identified noise component to the adaptive filter, 

f. separating the noise conq)onent from the audio inpxit and retaining the noise 
component; 

g. sending the noise componexit to the summing circuit; 

h. surmning the noise component from the audio signal fed to the sunmiing circuit. 
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31. (withdrawn) The method set forth in Claim 30 wherein the act of identifying the noise 

component comprises the acts of: 

a. identifying a pattern of speech including speech and speech^free gaps where no speech 

exists; 

b. identifying the pattern of sonnd in the speech-free gaps; 

c. classifying the pattern of sound in the speech-free gaps as noise. 

32. (withdrawn) The method set forth in Claim 31 fiirther comprising the act of 

determining the frequency response capabilify of a listener. 

33. (withdrawn) The method set forth in Claim 32 wherein , the act of determining the 

frequency response capability of a listener fimher comprises the acts of: 

a* screening the listener to determine the hearing capability as measured in dBs of the 

listener at various frequencies: 
b. storing the data obtained from screening the listener. 

34. (withdrawn) The method set forth in Claim 33 further comprising the act of 

compensation for hearing loss suffered by a user* 

35. V The method set forth in Claim 34 wherein the act of compensation comprises the acts of: 

a. processing the speech component resulting from the act of summing the noise 
component from the audio signal fed to the summing circuit to establish a base line 
zero dB refecnce point representing the speech component; 

b. accessing the stored data of the listener, 

c. comparing the base line zero dB reference point of the speech component to the data 
corresponding to the Hstener's hearing capability; 

d. determining the frequencies where the listener*s capability is below the base Une zero 
dB reference point of the speech component; 

e. increasing the dB level of the speech component by the difference between the 
listener's data and the base line zero dB reference point. 
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36. (withdrawn) The method of Claim 35 finther comprising the act of performing a 

screening of the Ustener to deteimine the edacity of the listener to hear fte compensated 
speech. 

37. (withdrawn) The method of Qaim 36 further coursing the act of storing the 

compensation values necessary to adjust tiie base line zero dB level to the level required by 
the listener to sense q>eech at a level corresponding to the base line zero Db level. 

38. (withdrawn) The method of Claim 35 wherein die act of screening the listener to 

determine the hearing capability as measured in dBs of the listener at various fiequencies 
comprises the act of screening the listener and storing the data obtamed from screening the 
listener on transportable media. 

39. (withdrawn) The method of Claim 38 where the act of accessing the stored data of the 

Ustener is performed by accessing the Ustener data stoicd on the transportable media 
through an input port connected to the processor. 

40. (withdrawn) The method of Claim 35 wherein the act of SCTcening the listener to 

deteimine the hearing capability as measured in dBs of the Ustener at various frequencies 
comprises the act of screening the listener and storing the data obtained from screening the 
Ustener on a data base remote from the prc««ssor. 

41 . (withdrawn) The method of Claim 40 where the act of accessing the stored data of the 

listener is performed by accessing the listener data stored on the database remote from the 
processor dirough an input port connected to the processor. 

42. (withdrawn) A mettiod of processed based speech enhancement for enhancing speech of 

an audio presentation for the benefit of a listener, die audio presentation including a speech 
component and a noise component, comprising the acts of: 
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a. providing a central processor including an input section for receiving the audio 
presentation and an ou^ut section for delivering a signal; 

b. providing adaptive filtering speech processing capability to filter unwanted system 
and background noise, 

c. providing speech recognition module for translation of the audio presentation, the 
speech recognition module connected to the central processor, 

d. translating the audio presentation in the speech recognition module into a fonnat 
capable of being displayed in a visually perceptible format; 

e. delivering the translation of the audio presentation to an apparatus capable of 
presenting a user controlled, visually perceptible format of the translated speech. 

43. (withdrawn) The method set forth in Claim 42 wherein the apparatus capable of 
presenting the visually percq)tible is a television. 

44. (withdrawn) The method set forth in Claim 42 wherein the ^paratas capable of 

presenting the visually pereeptible is a dedicated display in communication with the central 
processor. 

45. (withdrawn) A method of processor based speech enhancement for enhancing speech of 

a video presentation for the benefit of an observer, the video presentation including sound 
generating characters comprising the acts of: 

SL providing a central processor including an ii^ut section for receiving the video 
presentation and an output section for delivering a si^al; 

b. providing Up reading module for translation of the sounds generated by the sound 
generation characters in the video presentation, the Up reading module connected to 
the central processor; 

c. interpreting the video presentation using the lip reading module into a format capable 
of being displayed in a visually perceptible format; 

d. deUvering the translation of the video presentation to an apparams capable of 
presenting fbs visually perceptible format of the translated speech. 



14 



PAGE 14/18 ' RCVD AT 21412004 7:07:55 PM [Eastern Standard Time] ' SVR:USPT0{F](RF-1I2 ' DNIS:8729306 * CSID:480 948 3387 ' DURATION (iivn-ss):04-54 



FEB-04-2004 17:51 



LAW OFFICES 



480 948 3387 P. 15/18 



46. (withdrawn) The method set forth in Claim 45 further comprisbg the act of providing 

an expert system module in communication with the centiai processor. 

47. (withdrawn) The method set forth in Claim 46 wherein the expert system module 

performs the act of augmenting the capabUity of the lip reading module by performing the 
act of providing expert system analysis to the output of the lip reading module to increase 
the accuracy of the lip reading module output. 

48. (withdrawn) A method of improving the quality of Ufe of a hearing impaired person 

and others in the immediate vicinity of the hearing unpaired person by perfonning the act of 



enhancing the speech component of an audio presentation for the benefit of a hearing 
impaired person by compensation of the speech component of the audio presentation to 
yield a compensated audio presentation that does not require a significant increase in the dB 
level of the audio presentation to allow the hearing impaired person to perceive virtually all 
of the audible ftequencies in the audio presentation at a dB level tolerable by the others in 
the immediate vicinity of the hearing impaled person. 
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